
ACC

Chiller coolers

Technical specifications

Product image

ACC3-ACC100 chillers with cooling capacities from 3,000 to 100,000 kcal/h. Integrated
water pump, tank and pipework simplify installation. Closed-loop operation avoids
water consumption, scale and contamination. Custom capacities are available.

Product features

• Integrated water pump, water tank and pipework.

• Closed-loop cooling system.

• Standard production from 3,000 to 100,000 kcal/h; custom capacities on request.

ACC3 / ACC6 / ACC10 / ACC15 / ACC20 / ACC30 / ACC40 / ACC60 / ACC80 / ACC100

Values vary by model and application.
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ACC

Chiller coolers

Technical specifications

Technical specifications ACC3 ACC6 ACC10 ACC15 ACC20

Cooling capacity 3000 kcal/h 6000 kcal/h 10000 kcal/h 15000 kcal/h 20000 kcal/h

Nominal compressor power 0,75 kW 2,25 kW 2,52 kW 3,09 kW 4,24 kW

Fan power 1×0,14 kW 1×0,27 kW 1×0,72 kW 1×0,72 kW 2×0,72 kW

Number of fans 1 1 1 1 2

Fan diameter 350 mm 450 mm 500 mm 500 mm 500 mm

Water outlet temperature +5 / +35 °C +5 / +35 °C +5 / +35 °C +5 / +35 °C +5 / +35 °C

Maximum ambient temperature +35 °C +35 °C +35 °C +35 °C +35 °C

Refrigerant R407 C R407 C R407 C R407 C R407 C

Tank volume 25 lt 40 lt 90 lt 90 lt 144 lt

External pump flow 2,4 m³ 2,4 m³ 3 m³ 3 m³ 4 m³

External pump pressure 4 bar 4 bar 2,9 bar 2,9 bar 3,7 bar

External pump power 0,5 hp 0,5 hp 1,2 hp 1,2 hp 2 hp

Internal pump flow - - - - -

Internal pump pressure - - - - -

Internal pump power - - - - -

Inlet / outlet connections 1" / 1" 1" / 1" 1" / 1" 1" / 1" 1" / 1"

Nominal total power consumption 1,3 kW 3,27 kW 4,2 kW 4,7 kW 7,6 kW

Dimensions (W×L×H) 500×900×865 mm 550×1050×1145 mm 925×1105×1260 mm 1017×1290×1325
mm

1217×1430×1545
mm

Net weight 112 kg 158 kg 264 kg 320 kg 370 kg

Colour RAL 7035 white RAL 7035 white RAL 7035 white RAL 7035 white RAL 7035 white

Supply voltage 220 V · 50 Hz · 1
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase
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ACC

Chiller coolers

Technical specifications

Technical specifications ACC30 ACC40 ACC60 ACC80 ACC100

Cooling capacity 30000 kcal/h 40000 kcal/h 60000 kcal/h 80000 kcal/h 100000 kcal/h

Nominal compressor power 5,60 kW 6,50 kW 8,38 kW 2×6,5 kW 2×8,38 kW

Fan power 2×0,72 kW 2×0,72 kW 3×0,72 kW 4×0,72 kW 6×0,72 kW

Number of fans 2 2 3 4 6

Fan diameter 500 mm 500 mm 500 mm 500 mm 500 mm

Water outlet temperature +5 / +35 °C +5 / +35 °C +5 / +35 °C +5 / +35 °C +5 / +35 °C

Maximum ambient temperature +35 °C +35 °C +35 °C +35 °C +35 °C

Refrigerant R407 C R407 C R407 C R407 C R407 C

Tank volume 144 lt 144 lt 210 lt 255 lt 395 lt

External pump flow 5,5 m³ 6,5 m³ 13 m³ 16,8 m³ 16,8 m³

External pump pressure 3,7 bar 3,7 bar 3 bar 3,4 bar 3,4 bar

External pump power 2 hp 2 hp 2,4 hp 2,9 hp 2,9 hp

Internal pump flow - - 8,3 m³ 12,9 m³ 16,6 m³

Internal pump pressure - - 0,9 bar 0,9 bar 0,9 bar

Internal pump power - - 1,4 hp 1,4 hp 1,4 hp

Inlet / outlet connections 1" / 1" 1" / 1" 2" / 1 1/2" 2" / 1 1/2" 2" / 1 1/2"

Nominal total power consumption 8,6 kW 9,4 kW 13,5 kW 19,2 kW 24,4 kW

Dimensions (W×L×H) 1257×1650×1525
mm

1310×1710×1626
mm

1400×1995×1615
mm

1500×2150×2050
mm

1500×2650×2050
mm

Net weight 430 kg 555 kg 852 kg 914 kg 1155 kg

Colour RAL 7035 white RAL 7035 white RAL 7035 white RAL 7035 white RAL 7035 white

Supply voltage 400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase

400 V · 50 Hz · 3
phase
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