
AC water-cooled

MFDC & AC transformers

Technical specifications

Product image

Three transformer types: water-cooled AC (60-300 kVA at 50% duty cycle), air-cooled
AC (12-60 kVA at 50% duty cycle), and water-cooled MFDC at 1000 Hz (111-350 kVA
at 20% duty cycle). AC supply: 400 V; MFDC supply as specified: 500 V, 50/60 Hz.

Product features

• AC water-cooled

• AC air-cooled

• MFDC · 1000 Hz

TRW60 ac / TRW90 ac / TRW120 ac / TRW150 ac / TRW180 ac / TRW210 ac / TRW300 ac

Values vary by model and application.
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AC water-cooled

MFDC & AC transformers

Technical specifications

Technical specifications TRW60 ac TRW90 ac TRW120 ac TRW150 ac TRW180 ac TRW210 ac TRW300 ac

Rated power (50% duty cycle) 60 kVA 90 kVA 120 kVA 150 kVA 180 kVA 210 kVA 300 kVA

Nominal primary voltage 400 V · 50/60
Hz

400 V · 50/60
Hz

400 V · 50/60
Hz

400 V · 50/60
Hz

400 V · 50/60
Hz

400 V · 50/60
Hz

400 V · 50/60
Hz

Nominal secondary voltage 7,1 V 7,1 V 8,3 V 9 V 10 V 11,1 V 13,3 V

Nominal primary current 150 A 225 A 300 A 350 A 450 A 630 A 750 A

Cooling type Water Water Water Water Water Water Water

Dimensions (W×L×H) 260×310×425
mm

260×310×485
mm

260×310×525
mm

260×310×535
mm

260×310×580
mm

260×310×620
mm

360×430×747
mm

Weight 150 kg 173 kg 208 kg 212 kg 235 kg 270 kg 270 kg
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